FISHER & PAYKEL

PRELIMINARY SPECIFICATION GUIDE

INTEGRATED COLUMN REFRIGERATOR FREEZER, 30"

OVERVIEW

Mix and match these Integrated Column Refrigerators or
Freezers for true design freedom. Designed to fit flush with
cabinetry with minimal 1/8" gaps, the Integrated Columns
can be installed separately or paired. These are available in
a range of sizes and can be fitted with stainless steel or
custom door panels.

MODELS

Integrated Column Refrigerator Freezer, 30", Panel Ready,
Ice & Water, Bottom Freezer, Right Hinge, Stainless Steel Interior
RS3084WRUKI

Integrated Column Refrigerator Freezer, 30", Panel Ready,
Ice & Water, Bottom Freezer, Left Hinge, Stainless Steel Interior
RS3084WLUKI1

Integrated Column Refrigerator Freezer, 30", Panel Ready,
Ice & Water, Bottom Freezer, Right Hinge
RS3084WRU1

Integrated Column Refrigerator Freezer, 30", Panel Ready,
Ice & Water, Bottom Freezer, Left Hinge
RS3084WLU1
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FEATURES

Flush fit design with 1/8" gaps

Bright LED interior lighting

Two independent variable temperature zones

Refrigerators and freezers each have three food modes

84" height

Cantilevered glass shelves

Easy to access and use touch-control panel

Hidden ventilation grille

Energy efficient

ActiveSmart™ helps keep food fresher
for longer
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ACCESSORIES

Four handle styles

Easy-to-install joiner kit for paired installation
(incl. with all freezer models)

Stainless steel door panels

Stainless steel toe kick

862543A Date: 18.02.2019 | Product specifications may vary from those shown in this Preliminary Specification Guide. This document is superseded and will become obsolete upon launch of the product.
This Preliminary Specification Guide should not be used as installation guidance for any product. Further information is required to safely and correctly install the products featured here. Specific installation

guidance will be available with the product on delivery and on our website fisherpaykel.com
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INTEGRATED COLUMN REFRIGERATOR FREEZER, 30"

SPECIFICATIONS

Dimensions

H 84" (2134mm) x W 29 3/4" (610mm) x
D 24" (610mm)

Door Clearance

32" (813mm)

Drawer Clearance*

15 3/4" (400mm)

Weight 309lb (140kg)
Door Hinge Hettich KO5
Electrical
Supply M5VAC, 60Hz
Service 10-amp circuit
Receptacle 3-prong grounding-type
Plumbing
Supply 1/4" (6mm) comp. stainless steel braided hose
Pressure Min 150kPa (22psi), max 827kPa (120psi)

@ 68°F (20°C)

*Excl. handle depth.

PRODUCT DIMENSIONS

LEFT SIDE
OF CAVITY
FLOOR 9"

ELECTRICAL AND WATER CONNECTIONS
MUST BE WITHIN THIS SPACE IF
LOCATED BEHIND THE REFRIGERATOR

REAR OF CAVITY

CAVITY DIMENSIONS: STANDARD INSTALLATION
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FRONT VIEW  PROFILE VIEW 1SO VIEW PLAN VIEW 1SO VIEW
in mm in mm
® Overall height 84 2134 ® Overall height of cavity 84 2134
Overall width 29 3/4 756 Overall width of cavity 30 762
© Overall depth 24 610 © Minimum overall depth of cavity* 25 635
(excl. front door panel) —
E— Minimum cabinetry gap clearance /8 3
©) Height from bottom of product 34 3/8 873 from edge of door panels
to top of drawer panel —
E— Minimum required finished return, 4 102
® Depth of toe kick 27/8-4 73-102 sides and top of cavity
(excl. front of door panel) —
E— Minimum door clearance to adjacent 41/3 1o
® Height of toe kick* 2-6 51-152 wall (90° - full internal access)
@ Depth of door (widest opening) 32 813 Minimum door clearance to adjacent 16 1/2 419
measured from front of door wall (115° - full door opening)
® Height of refrigerator 49 3/8 1254 *Assumes a door panel thickness of 3/4".
door panel
@ Height of freezer drawer 30 3/8 772
door panel
® Width of front panels 29 3/4 756
® Depth of front panels 3/4 19

(excl. handles)

*Standard toe kick height is 4" (102mm) with the optional stainless door panel. For custom door
panel installation, a custom toe kick of 2-6" (51-152mm) can be manufactured and fitted by
cabinetmaker. The custom door panel height needs to be adjusted accordingly.
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guidance will be available with the product on delivery and on our website fisherpaykel.com



