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region www.fisherpaykel.com/cn or contact your local





RS60RDWX2 FP CN 

minimal vibrations with the low noise compressor.
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before closing the door.

To activate press and hold the ‘power’      button key for 3 seconds. The 













‘Temp Zone’



Compressor Put the wine cabinet in a suitable place.
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,Please contact the following 
website for assistance...

www.fisherpaykel.com/cn





M
3

M

C

A
t

T

R
3

At
-A

m
bi

en
t t

em
pe

ra
tu

re
 s

en
so

r
C

-c
ap

ac
ita

nc
e

M
3-

C
on

de
ns

in
g 

fa
n

T-
Tr

an
sf

or
m

er
R

3-
D

oo
r H

ea
te

r





www.fisherpaykel.com/cn





RS60RDWX2 FP CN 

您 您

您







3810



前面

底脚 您

逆时针旋转底脚
使其收回

顺时针旋转底脚
使其伸出

底脚

底脚 底脚

底脚







逆

用温热洗洁精水擦拭干净，然后用清水擦洗干净，最后用无绒布擦干。

底脚 底脚



温区

温区

照明



照明
照明

温区

在关门之前

3秒钟





种









温区



将酒柜放置在环境合适的地方。压缩机长时间工作。





在寻求维修或协助之前

检查自己可以做的事情。阅读安装说明及用户指南，检查：

产品安装是否正确。
您是否熟悉正常使用方法。
您是否阅读了本指南末尾的故障排除一节。

如果经过上述检查仍需要协助，请向以下网站寻求协助...

网址：www.fisherpaykel.com/cn

*如果您通过网站与我们联系，请提供：您的姓名，地址，产品型号，序列号，购买日期以及完整的故障

 描述。我们需要这些资料，以便对您寻求的协助做出准确回复。
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