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600mm Induction Cooktop

Model no:
Cl603DTB2

Product Dimensions mm
(® Height of chassis (below top of bench) 49
(® Overall width of cooktop 600
© Overall depth of cooktop 530
(@© Height from benchtop datum to top of cooktop glass 5
(® Depth of front control panel 85
(® Depth of cooktop cooking area 442
© Width of chassis 549
(® Depth of chassis 478
Minimum Clearances mm
Minimum clearance from left edge of cutout to nearest 30
combustible surface

Minimum clearance from right edge of cutout to nearest 30
combustible surface

Minimum clearance from rear edge of cutout to nearest 30
combustible surface

Minimum clearance below top of benchtop to rear of Fisher & 65
Paykel oven* installed below cooktop or cabinetry

Minimum clearance from glass surface to rangehood 650
Minimum ventilation gap between bottom of bench and top of 4

cabinetry fronts

*NOTE: The oven installed below the cooktop MUST have a cooling fan.

INDICATES CABINETRY BENCHTOP DATUM ---------------—-
INDICATES MINIMUM CABINETRY CLEARANCES --------------

DATE: 01.06.2014

IMPORTANT NOTE: Throughout this guide, dimensions may vary by +2mm
(3/32"). Please read the installation manual for detailed information on
installing the product. www.fisherpaykel.com

Fisher&Paykel




