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Installation InstructionsInstallation Instructions

To ensure adequate ventilation for your refrigerator see 
recommended cabinetry dimensions below.
The refrigerator should be positioned 50mm from each wall, 
and have clear space 50mm above the top of the unit.

To ensure that the appliance is not accidentally switched off, 
connect your refrigerator to its own power point. 
Do not plug in any other appliance at this power point or use 
extension cords and double adaptors.
Power requirements: 220-240VAC/50Hz. It is essential that the 
appliance be properly grounded (earthed).

Never unplug your refrigerator by pulling on the power 
cord.
Always grip the plug firmly and pull straight out from 
the outlet.
Repair or replace immediately all electric service cords 
that have become frayed or otherwise damaged. Do 
not use a cord that shows cracks or abrasion along its 
length or at either the plug or appliance end.

Avoid installing this refrigerator in a place where heavy 
moisture is present, or where it may be directly sprayed 
with water.  Exposure to excessive moisture can create 
an electrical hazard.

Ventilating

Power Supply

Power Line Cord

Protection from Moisture



Installation InstructionsInstallation Instructions

Your refrigerator should not be located in direct sunlight or 
next to any heat generating appliance such as a cooktop, 
oven or dishwasher.

Positioning
Only install this refrigerator on a stable, flat floor and should 
it not be laid on soft materials such as foam, plastic.
Ensure the unit is stable by adjusting the front feet.

Environment

Do not install this refrigerator near flammable, combustible 
or explosive materials.
Never store volatile or flammable materials in your 
refrigerator as they may explode.

When fixed or moved, the refrigerator can not be 
set horizontally or inclined more than 45  or 
upside-down. 

Protection From Heat

Moving



Safety & WarningsSafety & Warnings

Ensure the voltage in the power socket is the same as the rated voltage of this 
appliance.

Water and condensation may gather inside the refrigerator cabinet, and form a 
layer of frost. This will be evaporated during the defrost cycle and will be 
collected in the drain pan above the compressor.

If the power supply cord is damaged, it must only be replaced by your Haier 
Appliances Authorised Repairer because special purpose tools are required.

When storing your cleaned appliance, leave the doors open. This allows air to 
circulate and prevents the build up of bacteria and moulds.  Before using again, 
clean well using a mixture of warm water and baking soda (add 1 teaspoon
of baking soda to each 500 ml of water). Rinse with clean water.
We recommend you leave your refrigerator operating while you are on holiday.

If your refrigerator is turned off for any reason, wait 10  minutes before 
turning it back on. This will allow the  refrigeration system pressures  to 
equalise before restarting.

 It is dangerous to alter the specifications or attemp  to modify this product 
 in any way





Clean the door seals regularly to ensure the door closes correctly, and that 
your appliance functions efficiently.

When storing your cleaned appliance, leave the doors open. This allows air 
to circulate and prevents odours.  Ensure shelves are cleaned if foods or 
liquids are spilled to avoid damage.

The refrigerator should be cleaned and maintained once a month.

When moving or cleaning, make absolutely sure that the power plug 
is first disconnected from the power outlet.

Wipe the inner and outer surface of the refrigerator and its accessories with a
damp cloth. If heavily soiled, gently clean with neutral detergent, wipe with a 
clean damp cloth and allow to dry. 

Do not use hot water, petrol, alcohol, kerosene, washing powder, cleanser, acid, 
Chemical cloth, etc when cleaning this appliance. Do not spray the cabinet with 
water, as this may cause an electrical hazard or cause the outer cabinet to rust.
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 Specifications are subject to change without prior notice.

 For detailed technical specifications, please refer to the name plate at
 the back of the refrigerator..
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